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THE CONTINUUM LATI

. . ) COLOUR COATED STEEL
LATIM is already an established brand for colour coated steel coils Majbooti aur rango ka sangam

(diverse in colours, textures & designs) used for roofing, claddings,
furniture, false ceiling, rolling shutters,
door skin, chaukhats etc.

ARRIVING SOON - WATGH THIS SPAGE

LATIM is now shortly introducing new wood, marble, stone, flower designs in various shades and
textures for application in ceiling and wall panels/louvers (interior and exterior)




THE SOLID
e Stone Coated Steel Roofing A7 4 Am—

Multiple layers protection for achieving many characteristics like earthquake resistance, convenience in construction, energy

saving, super durability and last but not the least attractive and elegant look.

Material Analysis

Acrylic acid polishing layer
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Acrylic acid adhesives

Protective layer
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THE SUPPORT
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LA TIM METAL & INDUSTRIES LTD.

Corporate Office : 401, Navkar Plaza, 4th Floor, Bajaj Road, Vile Parle (West), Mumbai - 400056.
Tel. : (022) 26202299, 26203399, 26203434, 26201166
E-mail : sales@latimsourcing.com e Web : www.latimsteel.com

LATIM _ .
COLOUR COATED STEEL Works : Industrial Plot No. 270, 271, GIDC, Umbergaon,
Majbooti aur rango ka sangam Valsad. Gujarat -396171




